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Abstract

III the NASA/JPL  Deep Space Network (DSN), radio science experiments (probing outer planet
atmospheres, rings, gravitational waves, etc.) and very long-base interfcrometry (VL?H)  require
ultra–sfa ble, low phase noise rejerence frequency signals at the user locations. Ijpical  locations
Jor radio science/VLlll exciters and down-converters are the cone areas o~ the 34 m high efllciency
antennas or the 70 m anfennas, located several hundred meters from  the reference frequency
standards. Over the past three years, fiber optic distribution links have replaced coaxial cable
distribution for reference frequencies to these antenna sites. Optical fibers are the preferred medium
for distribution because of their low attenuation, immunity to EM1/lWl,  and temperature stability.
A new network of Beam Waveguide  (BWG)  antennas p~esently under construction in the ])SN
requires hydrogen maser stability at tens oj kilometers disfance  jrom  the jrequency standards central
location. ‘l’he topic oj this paper is the design and imphm~entation  oj an optical jiber distribution
link which provides ultra-stable rejerence frequencies to users at a remote IIWG antenna.

7’he temperature profile jrom the earth’s surjace to a depth oj six jeet over a time period oj six
mon(hs  was used to optimize the pIacement oj the jiber optic cables. In-situ evaluation oj the fiber
optic link performance indicates AUaR deviation on the order ojparts in JO- 15 at ]000  and 10,000
seconds averaging time; thus, the link sfability degradation due to environmental conditions still
preserves hydrogen maser stability at the user locations. l-his paper reports on the implementation
oj optical ~[bers and elecfro-optic devices jor distributing very stable, low phase noise rejerence
signals to remote BWG  antenna locations. AUan  deviation and phase noise test results jor a J 6 km
fiber optic distribution link are presented in the paper.

INTRODUCTION

The NASA/JPL Deep Space Network is expanding its spacecraft tracking capability with a
network of 34 meter 13cam Wavcguidc  antennas, A cluster of three of these antennas at
the GoMstonc  Tracking Station (GTS) is located a distance of 16 kilometers from the Signal
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I’roccssing  Cent cr (SIT). Deep Space Station 24 (1 JSS 24), the first of the cluster to bc
complctcd  is schcclulcd to go on-line in late 1994. 1]) support of antenna tracking functions
as WCII as raclio scicncc and VL131 cxpcrimcnts,  prccisc  time and stable  reference frequency is
rcquirccl  at this remote antenna site. The Frequency a]tcl  Tinlillg Systems Engineering (hmp at
JI’L is responsible for providing rcfcrcncc frequency and prccisc time to users at the antenna.
Certain applications at the antenna require frequency stability and phase noise of the quality
of a hyclrogcn  maser. Since the hyclrogcn  maser frequency standard is locatccl  at the SI’C, the
problem bccomcs onc of distributing the signals to remote locations without signal degradation.

The distance between the SK an(i the antennas is too great to consider coaxial cable for
the rcfcrcnce frequency and time signals; also, microwave links do not provide the required
stability. The method of choice for the distribution inlplcmcntation is fiber optic links. Due
to cost constraints, commercial off-the–she]f equipment was utilized as much as possible. The
optical fibers in the link arc standard, single mode SMF–28, 96 fibers contained in a direct
burial cable. The burial  depth is approximately 1.5 meters.

The hardware implementation for timing and refercncc frequency along with tests rcsu]ts
measured after the installation was completed are prcscnte.d in this paper. Also, stability
considerations based on temperature effects on the optical fibers arc discussed,

DISTRIBUTION HARDWARE

The 5 MHz rcfcrcncc frequency signal and the moriificd IRIG- G time code signals arc
transmitted over separate fiber optic links to avoid corruption of the reference signal. The
terminal equipment for the fiber links is the Wavclink mode] 3290 manufactured by the Grass
Valley Group, a subsidiary of Tektronix, Inc. The transmitter consists of a 1300 nm laser diode
along with the required bias and modulation circuits. The receiver contains a photodetector
for converting the 1300 nm light to RF which is demodulated to rccovcr  the signal. In order
to meet the phase noise  rcquircmcnts  for radio  science applications, the 5 MHz reference
frequency rccovcrcd  from the optical rcceivcr is phase locked by a ITS 1050 Disciplined
Frequency Standard (DFS) with a 1 Hz loop bandwidth . The signal from the DFS is then
distributed to the antenna users. A block diagram of the frequency and timing distribution is
shown in Figure 1.

The filtered 5 MHz from the disciplined frequency standard k applied  to a distribution assembly
where it js multiplied to 10 MHz and to 100 MHz for users who require these frequencies.
The distribution assembly employs low nojsc,  high isolation amplifiers . The entire assembly is
temperature controlled for improved stability.

The modified IRIG–G time code signal utiljzes a 100 KHz, carrier frequency. The source
signal is derived from the Time Insertion Djstributio]l  Assembly at the SPC, applied to the
laser transmitter, and recovered at the fiber optic  rcccivcr  in the antenna pedestal room. A
travclljng clock was used to set the time at the remote antenna; the time offset between DSS
24 and the SPC is less than 100 nanoseconds. Approximately 82 microseconds time delay was
removed at the Time Code Translator bccausc  of the 16 km of optical fiber.



TEMPERATURE EFFECTS ON STABILITY

The cables which distribute the reference signals to the remote antennas are buried  at a
depth of approximatc]y  1.5 meters. This burial depth  is suft~cicnt  to mitigate the effects of
large diurnaJ  tcmpcraturc  variations; however, seasonal changes and weather fronts can still bc
sensed even at a depth of 2 meters. Figure 2 is a plot of surfac.c  temperature variations at
Goldstonc Tracking Station, which is located in the California Mojavc  desert [11. Temperatures
were rccordcd at four hour intcrvaJs for the pcrioct  11 June 1992 to 14 June 1992. Observe
the cxtrcmcs from a low near 12°C to a high near 5S°C, with nn average T of 35°C per 12
hour interval.

The 1.5 meter burial depth was determined by observing the temperature profile of the earth
in the Mojavc desert for several months[ll. Thcrmoeouplcs were. buried at depths of 0.6, 0.9,
1.2, 1.5, and 1.8 meters, respectively. A data logger with a computer was used to record these
data. The results of the measurements are shown in l~igure 3. Measurements were begun on
14 January 1992 and terminated on 26 June 1992. AnaJysis of the data indicates that a buriaJ
depth of 1.5 meters is suflicicnt  to attenuate the short term temperature variations. In Figure
3, the line with the larger variations is the daily average surface temperature.

The thcrnlaJ eocftlcicnt  of delay for the optical fiber is approximately 7 ppnl/°C  The length of
buricrt cable is 16 km. At a ctcpth of 1.5 mcte]s,  a peak to peak temperature variation of 35°C
is recluccd to ICSS
may bc calculated

than 0.1 “C, peak to peak. The phaw variations duc to tcmpcratm-c  effects
as follows:

Ad = Al) X  360(’/Ao

A l ,  =: LkA7’

where Ad is the change in phase delay introduced by the tcnlpel  ature variation 7’, k is the
thermal cocflicicnt  of delay of the fiber in ppm/°C,  L is the optical fiber length in meters, and
& is the wavcJcngth  of the reference sjgnaJ in the mcctium. At a nlcasorement freqnency  of
100 Ml Iz, the wavelength in the fiber is 2.1 meters. (calculating the phase change for a 35°C
surface excursion and a worst case 0.1 ‘C peak to peak at the fiber yields 1.92° phase change at
100 M}lz for the 16 km fiber ljnk. This calculatcct value  of Ad js comparccl  with test results
in the next section

STAT31LITY

Since there is no
distributed signal,

of this paper.

AND PHASE NOISE TEST RESULTS

rcfcrcncc signal at the remote atitenna site to compare the fiber optic
the scheme shown in Figure 4 was used to measure the stabjlity  of the

rcfcrcncc signal, The 5 MHz signal from the DFS vas  applied to the Rcfcrcnce Frequency
Distribution Assembly where it is multiplied to 10 hflllz and to 100 MHz. The 100 MHz
output  from this assembly was applied to the transmitter of a Fjber Optic Reference Freqency
Distribution Assembly (FODA)  which is known to have stabjlity ancl phase noise performance
an order of magnitude lower than a hydrogen maser[jl. The signal was then rcturnect to the



SIT over a test fiber in the same cable bunctlc that was used to send the rcfcrcncc signal to
DSS 24, Figurc5shows  thcstabilitytcst  rcslllts ~]sirlg  tl]emnfigllratic) rls}~ownin  Figurc4.  The
AlIan deviation shown in Figure 5 was taken with a temporary fiber optic cable to complctc
the cable run to 1>SS 24 before the installation was comple.tcd. Approximately 420 meters
of fiber cable was exposed at the surface of the Mojave desert during  these mcasurcmcnts.
The temporary cable failed to meet systcm requirements, Figure 6 shows the change in phase
delay as a function of time. The temporary fiber cable caused a change in time delay of
approximately 14° pcr 12 hour pcrioct  at 100 MHz. ‘1’lIe  corresponding AlIan deviation at the
half-day period is 1.5 x 10- IA which dots not meet t]~c system rcqllircnlcnts.

Figure 7 shows the results of the stability test after the installation of the permanent fiber optic
cable. The test results shown arc for a fiber optic cable buried at approximately 1.5 meters,
with a total length of 16 km. Note that the AlIan (ieviation  is WCII below the specification
limits with the cxccption  of Tau = 1. This stability anomaly is bclicvcrl duc to the DFS which
has a loop bandwidth of lCSS than 1 Hz and a slight overshoot at 1 137.. The change in phase
clclay over the fiber optic link is shown in Figure 8. The results incticatc  a peak–to-peak time
variation (at 100 M1-lz) of approximately 110 picoseconcls, which equates to 1.981ci7sc  (for 16

km ) pcr 12 hour interval, almost an order of magnitude improvement over the temporary fiber
installation. lJsing  the
lklia~ equation from the previous section yields a calculated value of 1.92° per 12 hour
interval, which closely agrees with the measured phase delay. Obscrvc  jn Figure 7 that the
AlIan deviation value at the half-day interval is approximately 1.5 x 10-]5, which is an order
of magnitude better than the temporary fiber and also meets the systcm requirement for long
term stability.

I’hasc noise tests at 11SS 24 were run using the test configuration shown in Figuc 9. The
test system included a high quality test oscillator which was phase, Iockcd to the ctistributcd
rcfcr&cc  signals. Ikst results-arc summarized in Table 1.

Table 1. SPC 10 to DSS 24 Phase Noise Test Results

FREQUENCY
OFFSET
FROM
CARRIER

(Hz)

rr-
1 10r 100, ,Wo —-.—

t 10000
t 100000

ESTIMATED
I’ERFORMANCE
AT X BAND:
FROM D-LEVEL
REVIEW
12-17-92
(~~c) ._—
-52
-66
-77
-77 -

-77
177

MEASIJRF.:
AT 5 MHz

(clBc) .
-121
-140
-148
-150
-151
-154

_.— ——
MEASiiRED
AT 100 MHz

(dBc)
-96_. —.— —
-115 ‘“ . . ..—
-123
-125 -

_... .-. —
-125 ‘“
-126 -

EQUIVALEP
AT X-13ANC
(L(f) 5 MHz
-64 dJ3)

(cmc)
-57
-76
-84
-86
-87
-90

L .



TIMING DISTRIBUTION

The timing distribution signal for DSS 24 is obtained from the master clock at SIT 10. The
signal is a modified IRIG–G time code which is derivcxi from the Time Insertion Distribution
Assembly (TIDS) at SI’C 10. The signal flow from the source  to the remote antenna is shown
in Figure 1. In order to have the time offset at DSS 94 within the rcquirecl  1 microsecond of
the SI’C 10 master clock, a traveling Ccsium Clock was used to dctcrminc and remove the
time delay over the 16 km fiber optic cable. Approximately 82 mic]oscconds  of tirnc delay was
removed by a special Time Coclc Translator (’l’CT) at the remote antenna. Consequently, the
remote clock at DSS 24 is within 50 nanoseconds of tllc SPC, 10 clock and the measured jitter
at the antenna is ICSS than 2 nanoseconds.

CONCLUSIONS

The fiber optic rcfcrcncc  frcqnency  and timing distribution from SI’C 10 to DSS 24 is complctc.
Testing was begun  with a temporary fiber optic cable with 420 meters exposed to the desert
cxtrcmcs  of hot and cold tcmpcraturcs. Test results did not meet system requirements, and
thus were delayed until a permanent, buriccl  fiber cable was installed. Test results with the 16
km of buried  cable indicate that the systcm phase noise performance meets rcquircmcnts  with
some margin. The stability of the rcfcrcncc signals is within system rcquircmcnts cxccpt at Tau
= 1, where the commercial fiber optic terminal equipment and the. DFS slightly degrade the
Allan deviation. Commercial, ofl-the-shelf-equipment was usccl in order to stay within cost
constraints of the project.

After removing 82 microseconds of cable delay, the ] emote clock at DSS 24 is within + 50
nanoseconds time oflsct of the master clock with a jitter of ICSS than 2 nanoseconds. The
timing distribution meets all system rcquircmcnts  at the remote antenna site.
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